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99949 The cable length is 1.3 m and The cable is covered with
— the terminal in the picture is a 1.2n sheath (Specification
89741.5 provided reference picture)
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Black heat shrinkable woven sheath L=1200 mm

Technical Request No. T Vaterial |on]
1. The appearance and surface of the product should be clean, without rust spots, mildew, scratches, 1 Right Side Plate Iron 1 M
No obvious burr and other surface defects. 2 Air Outlet Plate Al 1
2,Shell riveted firmly, no obvious gap, size in line with the drawing requirements. 3 AIr Inlet Plate Al 1
3. Make the impeller @60, steel shaft @3, bushing & 1.5 4 Impeller Al 2
4, Safety perfornance in accordance with GB/T13933-2008 regulations. 5 Left Side Plate Iron |1
5. Unnoted tolerance is GB/T1804-v. 6 | Motor | | | | 1
Stage Mark Materiall Ratio| 1:1 [Veight
o @ . . i
SPECIFICATION VersiunIAI Nare Date Ningbo Longwell Electric Technology Co., Limited
Design|  CHEN (20250703
VOLTAGE (V) 24 — LVCD-60870MN-07 L2
CURRENT (A) 1.25
SPEED _(r/min) 1800 [eenic
AR _VOLUME _(m’/h) 693 Standrd
BEARINGS Ball bearing Mark| aty|  Sign | Name |[Date |awrov 1R [ %1 R |
1 | 2 | 3 4 | 5 | 3 | 7 | 8




